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GENERAL NOTES
1 THIS DRAWINGS ALWAYS REMAINS THE PROPERTY OF THE

CITY OF GOSNELLS AND MUST NOT BE RETAINED OR

REPRODUCED WITHOUT PERMISSION

2. IN THE ABSENCE OF THE APPROVED SIGNATURE (ie MANAGER
5 4/12/1 LAYERS & DRAWINGS & DRWG NO'S UPDATED SA MB MB TECHNICAL SERVICES) THIS DRAWING SHALL BE TREATED AS
PRELIMINARY
REVISION[DATE DESCRIPTION BY CHECKED [APPROVED| 3.  ALL DIMENSIONS ARE IN MILLIMETRES UNLESS

NOTED OTHERWISE

2120 Albany Highway Gosnells 6110
PO Box 662, GOSNELLS 6990
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PIPE DIAMETER AND CLASS MAY VARY TO SUIT SITE CONDITIONS.
CONTACT THE CITY - PHONE 9492 0111, PRIOR TO WORK BEING

CARRIED OUT

WHERE THE CROSSING BUTTS UP TO CONCRETE PRODUCTS AN

EXPANSION JOINT MUST BE INSTALLED.

FOR CONSTRUCTION DETAILS REFER TO CROSSING SPECIFICATIONS,

AVAILABLE AT www.gosnells.wa.gov.au.
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