BREATHER PIPE WITH GRATED INLET
(TO ALLOW FOR AIR TO ESCAPE)

PRIVATE PROPERTY

—— EMERGENCY OVERFLOW SOAKWELL TO HAVE
CONCRETE COVER WITH HINGED INSERT/GRATE
(TYPICAL) MUST COMPLY WITH AS 3500.3
(SEE INFORMATION SHEET)
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TO STREET CONNECTION. REFER TO
TECHNICAL SERVICES SECTION, CITY OF

GOSNELLS OR STANDARD DRAWING ES

50

NOTE:

FOR TYPICAL DETAIL

SEE ALSO DRAWING ES50

DOWNPIPE TO A.S. 3500

GRATED INLET TO
DRAINAGE SYSTEM

MINIMUM 2%

\L-=(>=(> TO SOAKWELL

TYPICAL DOWNPIPE CONNECTION

DETAIL "A"

FOR LOT CONNECTION AND TO ENABLE INSPECTION BEFORE BACKFILL, THE
CITY'S TECHNICAL SERVICE BRANCH IS TO BE NOTIFIED 48 HOURS, PRIOR

TO CONNECTION TO THE CITY'S DRAINAGE SYSTEM

REFER TO SEPARATE INFORMATION SHEET FOR FURTHER NOTES
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GENERAL NOTES
THIS DRAWINGS ALWAYS REMAINS THE PROPERTY OF THE
CITY OF GOSNELLS AND MUST NOT BE RETAINED OR
REPRODUCED WITHOUT PERMISSION
IN THE ABSENCE OF THE APPROVED SIGNATURE (ie MANAGER
TECHNICAL SERVICES) THIS DRAWING SHALL BE TREATED AS
PRELIMINARY
ALL DIMENSIONS ARE IN MILLIMETRES UNLESS
NOTED OTHERWISE
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GEOFABRIC FILTER CLOTH CAN BE OMITTED FOR SOAKWELLS CONSTRUCTED

WITH ANGULAR SLOTS
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