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AMENDBMENTS

GENERAL NOTES

1. THIS DRAWINGS ALWAYS REMAINS THE PROPERTY OF THE
CITY OF GOSNELLS AND MUST NOT BE RETAINED OR

REPRODUCED WITHOUT PERMISSION
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NOTES:

1. FOR ALL RESIDENTIAL AND RURAL ROAD CONSTRUCTION

REFER TO THE CITY'S TECHNICAL SERVICE AREA BEFORE

DESIGN AND/OR CONSTRUCTION

AS THE COMPOSITION FOR A RURAL ROAD WILL BE

DEPENDANT UPON THE ENVIRONMENT, CONTACT THE

CITY'S TECHNICAL SERVICE AREA BEFORE DESIGN

3. THE SERVICE ALIGNMENTS SHOWN ARE THE MOST
COMMON, HOWEVER, THEY MAY VARY AND ACCURATE
LOCATIONS MUST BE OBTAINED FOR ANY EXCAVATIONS
IN THE ROAD RESERVE

4. STREET TREES ARE TYPICALLY LOCATED WITH A 2.7m
OFFSET FROM THE PROPERTY BOUNDARY
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2. IN THE ABSENCE OF THE APPROVED SIGNATURE (ie MANAGER
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